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PODIUM
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ADD 2 3/8” FOR AN INJECTAIR BATHTUB

The position of the whirlpool or injectair therapeutic jets do not necessarily represent the actual installation.

1- Upon delivery, ensure that the unit has not been damaged.

2- Place the unit in the room where it is to be installed before work begins. Disassemble sections as required.

3- If your bath/shower is protected with a plastic film, remove it only at the last minute.

4- Ensure that the floor is level and strong enough to support the weight of the bathtub when filled with water.

5- Whirlpool and Injectair systems must be connected prior to final installation (see whirlpool and Injectair installation guide).

6- If your bathtub is equipped with a whirlpool or Injectair system, you must provide for access allowing easy disassembly of the pump and/or blower.

7- All electrical connections must be made by a licensed electrician in compliance with local building codes. Never operate the bathtub unless it has been connected to a
differential circuit breaker through a 30 minute timer located out of the bather’s reach.

8- Verify the bathtub upon installation. Fill the tub to maximum capacity, run the system and check for leaks.

IF THE BATH IS EQUIPPED WITH A WHIRLPOOL OR INJECTAIR SYSTEM:
Connect only to a circuit protected by ground fault circuit braker and controlled by an automatic, adjuctable time swich with a 30 min. maximum time, all controls shall be located
out of reach of a person in the tub.

The measurements found in this document are approx i m a t e. SHERLIC Inc. is not responsible for installations made with the measurements indicated in this booklet or any
other promotional document.
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FREE-STANDING
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ADD 2 3/8” FOR AN INJECTAIR BATHTUB

The position of the whirlpool or injectair therapeutic jets do not necessarily represent the actual installation.

1- Upon delivery, ensure that the unit has not been damaged.

2- Place the unit in the room where it is to be installed before work begins. Disassemble sections as required.

3- If your bath/shower is protected with a plastic film, remove it only at the last minute.

4- Ensure that the floor is level and strong enough to support the weight of the bathtub when filled with water.

5- Whirlpool and Injectair systems must be connected prior to final installation (see whirlpool and Injectair installation guide).

6- If your bathtub is equipped with a whirlpool or Injectair system, you must provide for access allowing easy disassembly of the pump and/or blower.

7- All electrical connections must be made by a licensed electrician in compliance with local building codes. Never operate the bathtub unless it has been connected to a
differential circuit breaker through a 30 minute timer located out of the bather’s reach.

8- Verify the bathtub upon installation. Fill the tub to maximum capacity, run the system and check for leaks.

IF THE BATH IS EQUIPPED WITH A WHIRLPOOL OR INJECTAIR SYSTEM:
Connect only to a circuit protected by ground fault circuit braker and controlled by an automatic, adjuctable time swich with a 30 min. maximum time, all controls shall be located
out of reach of a person in the tub.

The measurements found in this document are approx i m a t e. SHERLIC Inc. is not responsible for installations made with the measurements indicated in this booklet or any
other promotional document.





